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GUANGZHOU YUENENG TECHNOLOGY CO., LTD.
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	ISSUED DATE
	2011/07/18
	SPEC. NO.
	2023/03/30
	

	1. SCOPE
THIS SPECIFICATION IS APPLIED TO THE DYNAMIC RECEIVER/SPEAKER WHICH IS USED IN CELLULAR PORTABLE PRODUCT.

2. GENERAL SPECIFICATIONS

ANALYSIS  ITEMS

SPECIFICATIONS

1. TYPE
Dynamic speaker
2. OUT SIDE SIZE
15*15*4mm , Shown  Fig.3
3. IMPEDANCE
8Ω±15%  
4. RESONANCE FREQUENCY
800±20%
5.SENSITIVITY (S.P.L.)
87dB ±3dB 
6. RATED / MAX. POWER
0.5W /0.8W
7. FREQUENCY RANGE
f0 ~20kHz
8. DISTORTION
Less than 5% 
9. UNIT WEIGHT
1.5g±0.1g
10. MEASURING DIAGRAM
Shown in Fig.1
11. FREQUENCY RESPONSE
Shown in Fig.2
12. OPERATING TEMPERATURE
- 30℃ ～ +85℃
13. STORAGE TEMPERATURE
- 40℃ ～ +105℃
14. OPERATION TEST
Should not be audible at 2V sine wave between 300～6000Hz
Test basic state: Temp(20±2℃) , Humidity(40~70%RH) , Air pressure(860~1060hPa).
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	3.STANDARD TEST CONDITION OF SPEAKER (Fig.2)
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In IEC 268-5 Where 1350mm x 1650mm
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Audio Analyzer
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B&K Type 4192 & 2669

Speaker

Model 

B&K Type 2012

4.FREQUENCY RESPONSE (SPEAKER MODE)  (Fig.2)
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	5.ASSEMBLY DIMENSIONS (Fig.3)
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