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GUANGZHOU YUENENG TECHNOLOGY CO., LTD.
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	SPECIFICATION
	MODEL NO.
	YN2809-0801WD60
	Total Page  4

	ISSUED DATE
	2014/03/25
	Updated NO.
	2022/07/07
	

	1. SCOPE

This specification is a typical speaker unit for telephone hand set.

2. GENERAL SPECIFICATIONS

ANALYSIS  ITEMS

SPECIFICATIONS

1. TYPE
Dynamic speaker
2. OUT SIDE SIZE
L28mm*M9.2mm*H4.2mm , Shown  Fig.3

3. IMPEDANCE
 8±15% ohm(at 1000Hz 1.0V)
4. RESONANCE FREQUENCY
1200±20%Hz at 1V. (No Baffler)
5.SENSITIVITY (S.P.L.)
88±3dB SPL At1000,1200,1500,2000Hz in average (0dB SPL=20μPa)  Input voltage: 0.1W(Sine wave)0.1M

6. RATED / MAX. POWER
1.0W / 1.2W

7. FREQUENCY RANGE
0Hz(20KHz
8. DISTORTION
Less than 5% at 1KHz ,1.0m,0.8W
9. UNIT WEIGHT
Approx  2.0g

10. MEASURING DIAGRAM

Shown in Fig.1

11. FREQUENCY RESPONSE
Shown in Fig.2

12. OPERATING TEMPERATURE
- 20℃ ～ +60℃

13. STORAGE TEMPERATURE
- 30℃ ～ +70℃

14. OPERATION TEST
2.0V Must be free audible noise 300Hz ( 10KHz; 2.0Vrms, while testing in 1cc box.
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	3. ENVIRONMENTAL CHARACTERISTICS

RESULTS OF AFTER TEST
After any following tests the response at 1KHz shall not deviate more than (3 dB from the initial value

1. APPEARANCE 
Should not exist any obstacle to be harmful to normal operation : damages \ cracks \ rusts and distortions etc.

3. POLARITY
When positive voltage is applied to the terminal marked (+), diaphragm should move to the front.

4. LOAD TEST
Input power: 1W ,white noise 48 hours。

5. HIGH TEMPERATURE DURABILITY
Temperature: +85℃±3℃

Duration:    48 hours

6. COLD TEMPERATURE DURABILITY
Temperature: -40℃±3℃

Duration:    48 hours

7. HUMIDITY DURABILITY
Temperature: +40℃±2℃     Relative Humidity: 90%(95%

Duration:     48hours      (recovery 6 hours)。

8.TEMPERATURE  CYCLE DURABILITY

Temperature: -40℃±3℃         +85℃±3℃  Cycle: 20 cycles

Duration:     2 hour           2 hour  (recovery 2 hours)

+85(C     2Hrs

+25(C              2Hrs                 2Hrs

-40(C                         2Hrs


          20—40minites    1 cycle

9.VIBRATION DURABILITY

Frequency: 10-55Hz.  Amplitude: 1.5mm

Duration:  2 hours in each 3axes。

10.DROP TEST

Height: 1.0M

Cycle:  10cycles。

11.PACKING STRENGTH

As per packing condition, from height of 1 meter, the unit is to be dropped 1 time each in three planes on concrete floor.
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	4.STANDARD TEST CONDITION OF SPEAKER (Fig.1)
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■频率响应曲线图TYPICAL FREQUENCY RESPONSE CURVE (Fig.2) 
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	4.ASSEMBLY DIMENSIONS (Fig.3)
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编号No.
零件名称PART NAME
材料 MATERIAL
数量Q’TY
备注REMARK
1
主架 FRAME
PPA or PBT
1
2
磁钢 MAGNET
Nd
1
3
极片 POLE PIECE
SPCC
1
4
U铁 U YOKE
SPCE
1
5
膜片 DIAPHRAGM
PEN or PEEK
1
6
音圈 VOICE COIL
COPPER WIRE
1
7
前盖 FRONT CAP
PPA
1
8
焊片SPRING TERMINAL
SUS
2
9
引线 LEAD LINE
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	4.PACKING (Fig.4)
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